
Sponge cloth in mixed colors, very absorbent, reinforced by a synthetic grid. Pack

of 5.

BESCHRIJVING EN ALGEMENE EIGENSCHAPPEN

Samenstelling Flat cellulose: Pigment, Weekmaker, Fungicide,

Water, Cellulose

Afmetingen droog

(mm)

206 x 180 x 4.3

Kleur(en) Geel

Verpakking 5 pieces/bag

20 bags/carton

100 pieces/carton

PRODUCTVOORDELEN

spontex-pro.com

SPONGYL 66

Vegen

DUURZAAMHEID

• this product is from sustainably

managed forests and controlled sources

KWALITEIT

• The wiping efficiency is inversely

proportional to the amount of water it

contains when used.A preliminary wring

improves the wiping capacity

• High wiping efficiency : fine porosity

ABSORBTIE

• 13 times its dry weight

RESISTANT

• Tensile strength >1 daN/cm²

MAKKELIJK TE GEBRUIKEN

• Colour coded to indicate recommended

area of use. Available in various sizes.

• Easy to handle
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SPONGYL 66

GEBRUIKSOMGEVINGEN

HORECA INDUSTRIE

HEALTHCARE TRANSPORT & VRIJE TIJD

KANTOREN & INSTELLINGEN

VOOR DE BESTE RESULTATEN EN ONDERHOUD

Instructies voor gebruik

CHEMICAL COMPATIBILITIES

REGELGEVING / NORMEN

Verordening REACH

This product contains more than 0.1 % of di-isononyl phthalate (CAS = 28553-12-0) and di-isodecyl

phthalate(CAS = 26761-40-0) listed in the annexe XVII of the regulation n°1907/2006 of the European

Parliament and of the Council (REACH). These substances shall not be used, at concentrations higher than 0.1

% by mass of the plasticised material, in toys and childcare articles which can be placed in the mouth by

children

Toepasselijke regelgeving

Dit product is niet geclassificeerd als gevaarlijk volgens Verordening (EG) nr. 1272/2008 van het Europees

Parlement en de Raad.

spontex-pro.com

MAPA SAS capital de 35.000.010 €

420, rue d’Estienne d’Orves

92705 Colombes Cedex France

RCS Nanterre 314 307 720

Simply

efficient

Gebruik vloeistofdichte handschoenen tijdens het werken in contact met water en chemicaliën•
Spoelen voor het eerste gebruik•
Spoelen en uitwringen na gebruik•
Washable up to 90°C•

Resistant:

Resistant to bleach at a concentration of 1g/l and a temperature of 20°C.

•


